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Erosion control measures shown in these plans shall be
considered the very minimum required. It shall be the
responsibility of the contractor to implement all other
erosion control measures (diversion berms, drainage
structures, swales, additional fencing, etc..) necessary to
keep the existing improvements and developments from
damage of any kind, during all phases of demolition and
construction.

The site operator, or his representative established by a
letter of delegation, shall make a visual inspection of all
siltation controls and newly stabilized areas on a daily
basis; especially after a rainfall to insure that all
controls are maintained and properly functioning. Any
damaged controls shall be repaired or replaced prior to
the end of the work day, including re—seeding and
mulching or re—sodding, if necessary.

All sediment trapping devices shall be installed as soon
as practical after the area has been disturbed. All
sediment trapping devices shall be cleaned when
sediment level reaches 25% capacity. Sediment shall be
disposed of by spreading on site or hauling away if not
suitable for fill.

During construction, contractor shall maintain best
management practice (bmp). Sediment fence. hay bale
barriers, or other devices shall control all storm water
leaving the site.

The contractor shall be responsible for establishing
temporary erosion control measures as required for
different phases of construction. Erosion control
measures shown may need to be adjusted to handle

increased or concentrated flows created by various
stages of comnstruction.

Phase I erosion control measure measures shall be
implemented immediately after construction of their
associated improvements. Inlet protection barriers shall
be constructed with hay bales or siit fencing. Inlets
located in pavements areas shall be protected with sand
bags, replacing the hay bales or silt fencing once the
pavement is in place. Erosion control measures shall be
kept in place until upstream drainage areas are fully
stabilized.

The contractor is responsible for removing sediment

control devices after the site has been seeded and/ or
sodded, and ground cover has taken root.

The contractor shall take all necessary measures to
ensure that all disturbed areas are stabilized.
Designated areas shall be block sodded and all other
areas disturbed due to construction shall be
hydro—mulched seeded. These stabilized areas shall be
sodded or seeded, fertilized, and watered to establish a
solid ground cover within 30 days of completion or if
activities cease for 14 days.

When hydro-mulching is required, contractor shall keep
mulch moist after installation and until area shows
growth.

. Erosion control measures shall be implemented prior to

any excavation or demolition work.

Site Plan

General Notes:

Site

Current owner of Lot 13, Block 18, Tract 1868 of
Carrabba Industrial Park, Phase 5, is Highland Interests,

The topography shown is from
field survey data.

All utilities shown are taken from
the best available information
based on construction utility
documents obtained by 4
Engineering from City and
Independent agencies and/or above
ground field evidence. Shown
positions may not  represent
as—built conditions.

The contractor shall be responsible
for verifying the exact location of
all existing underground utilities,
whether shown on these plans or
not. Notification of the utility
companies 48 hours in advance of
construction is required.

Contractor is responsible for field

verifying existing and proposed
grades prior to any construction
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and reporting any inconsistencies
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